
 

Building On Experience
    Since 1964

The NYAD Series 152 Analyzers are designed 

to accurately and reliably measure both 

Dewpoint and Relative Humidity in breathing 

air or medical air supplies as well as provide 

alarms when safe levels are exceeded.

Offered in several configurations, the  Series 

152R has a single LCD display alternating 

between Standard Dewpoint and Relative 

Humidity. The probe is mounted internally in a 

mini stainless steel flow chamber.  

The Series 152NR is offerered with two 

separate LCD displays and controls, one each 

external Premium Dewpoint and

Relative Humidity probe,  two adjustable 

alarm contacts with visual and audible 

alarms and outputs that has user adjustable 

zero and span. 

The dewpoint and relative humidity sensors 

uses state­of­the­art technology to produce 

a rugged, fast responding measurement that 

is also designed to lower your costs by 

permitting sensor replacement without 

having to discard old probe bodies.

SERIES 152
DEWPOINT/RELATIVE HUMIDITY 
ANALYZERS

 FEATURES
Selectable Units:

Dual Channel DP/RH  

       Premium Dewpoint:  ℃, ℉, or PPM

       Relative Humidity: RH%

  Siingle Channel Alternating DP/RH  

         Standard Dewpoint: ℃, ℉, or Temp

         Relative Humidity:  RH %

Active Pressure Correction (Premium

   Only)

Fail Safe

Hysteresis Alarms

Dual Adjustable Alarm Contacts

Large 4­digit LCD Displays

Fast Response Time

Non­Volatile Data Memory

Fully Interchangeable Sensors

Gas or Non­Conductive Liquid Samples

 SPECIFICATIONS
DP and RH PROBE

TYPE:  Series 50B and Series 50R

RANGE: Preimium DP:-112℉ to+ 68℉

               Standard DP:-40℉ to+ 68℉

               RH:   0 to 100% RH 

ACCURACY: ±2°C

REPEATABILITY: ±.5°C

OPERATING TEMP: ­202℉  to +158℉

PRESSURE RATING: 2,000 psig  

CALIBRATION: NIST Traceable

     ELECTRONICS
ALARM: SPDT, 1A @120 VAC

OUTPUT: 0­5VDC or 4­20mA

POWER: 120/220VAC 

    50/60 Hz., 1W Max

DIGITAL OUTPUT: RS­232, RS­485

DISPLAYS:  4­Digit LCD, 0.5” High

APPLICATIONS

NYAD DP/RH Analyzers
The Technology You Can Trust!

● NATURAL GAS
● COMPRESSED AIR
● MEDICAL AIR
● BREATHING AIR
● PHARMACEUTICAL
● PETROCHEMICAL
● AEROSPACE
● CLEAN ROOMS
● MILITARY
● WATER TREATMENTSDEWPOINT AND RELATIVE HUMIDITY ANALYZER 

SYSTEMS WITH  STATE-OF-THE-ART FEATURES AND 
FLEXIBILITY

200 Mason Circle, Suite A,  Concord, CA  94520
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� NEMA 4 ± Model -DRH-152NR
Enclosed in a Nema4 Weather Proof, Wall  
Mountable Enclosure. Suitable for indoor or  
outdoor installations.
6.25ºWx9.5ºHx3.5ºD 

� NEMA 4 ± Model -DRH-152R
Enclosed in a Nema4 Weather Proof, Wall  
Mountable Enclosure. Suitable for indoor or  
outdoor installations.
9.5ºWx6.25ºHx3.5ºD

� Special configurations available to meet
 customer's specific applications.

SERVICES AVAIL ABLE

Calibration Service

Technical Support

Installation and Setup  

Support

Maintenance Support 

Application Support

Hardware Support

Guaranteed Warranty
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The NYAD Series 152 will ensure the highest level of  
detection with precise and accurate measurements.  
In addition, the Series 152 features a fail safe and  
dryer on/off function.  

The advantages of NYAD Dewpoint and Relative  
Humidity Sensor technology are:

� High specificity to dewpoint and relative  
humidity.

� Insensitivity to flow and pressure.
� Operable in gas or non-conductive liquid  

streams.
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TECHNICAL  SUPPORT

Con tac t :  do ro thy@nyad . com

SALES

Con tac t :  sa l es@nyad . com

CUSTOMER SERVICE

Con tac t :  

cus tomerser v i ce@nyad . com

WEBSITE :

www.nyad . com yad, Inc. will 

offer Technical Support via 

200 Mason Circle, Suite A,  Concord, CA  94520
Phone: 925/270.3971 Fax: 925/270.3973 www.nyad.com


