
Building On Experience
    Since 1964

NYAD, Inc. is proud to introduce our new 
compact Multi­Channel Gas Analyzers 
configured with independent 
measurements including Dewpoint, 
Carbon Monoxide, Oxygen, Carbon 
Dioxide and Hydrocarbons all housed in 
one enclosure. 

Our Multi­Channel Analyzer offers 
independent user­friendly controls, large 
4­LCD displays, 4­20mA outputs or digital 
outputs, and two software adjustable 
alarms contacts per channel with visual 
and audible alarms.  

 

Our newly design software provides low 
power consumption, easy installation 
and an automatic calibration feature that 
allows the user to perform faster 
calibrations. 

SERIES 1100
MULTI-CHANNEL ANALYZERS

 

  FEATURES
Microprocessor based controller 

Auto Calibration

Active Pressure Correction

Dual Adjustable Alarm Contacts

Large 4­digit LCD Display 

Fast Response Time

Non­Volatile Data Memory

Fully Interchangeable Sensors

Gas or Non­Conductive Liquid Samples

Optional Fail Safe

Optional Hysteresis Alarms

 SPECIFICATIONS
MOISTURE PROBE

RANGE:  Premium: -112℉ to+68℉ 

                    Standard: ­40°F to +68°F 

CARBON MONOXIDE

RANGE: 0 - 2,000 ppm

ACCURACY: ±.5

PERCENT OXYGEN

● RANGE: 0 ­ 25 % or 0 ­ 100 %  

● ACCURACY FULL SCALE: ± 1 

  CARBON DIOXIDE

● RANGE: 0 ­10,000 ppm

● ACCURACY: ±30 ppm ± .5% of 

measured value

   ELECTRONICS
ALARM: SPDT, 1A @120 VAC

OUTPUT: 0­5VDC or 4­20mA

POWER: 120/220VAC 

    50/60 Hz., 1W Max

DIGITAL OUTPUT: RS­232, RS­485

DISPLAY: Two 4­Digit LCD, 0.5” High

APPLICATIONS

NYAD Multi-Channel 
Analyzers

The Technology You Can Trust!

● COMPRESSED AIR
● MEDICAL AIR
● BREATHING AIR
● PHARMACEUTICAL
● BIOTECH
● AEROSPACE
● SCUBA
● MILITARY

200 Mason Circle, Suite A, Concord CA  94520
Phone: 925/270.3971 Fax: 925/270.3973 www.nyad.com

MULTI-CHANNEL GAS ANALYZER SYSTEMS WITH 
STATE-OF-THE-ART FEATURES AND FLEXIBILITY



� NEMA 4 ± Model MCOCO2O2A-1154N
Enclosed in a Nema4 Weather Proof, Wall Mountable  

Enclosure. Suitable for indoor or outdoor installations.

15ºWx11ºHx5ºD 

� NEMA 4 ± Model MCOA-652R
Enclosed in a Nema4 Weather Proof, Wall Mountable  

Enclosure. Suitable for indoor or outdoor installations.

6.25ºWx9.5ºHx3.5ºD 

� Special configurations available to meet
 customer's specific applications.

SERVICES AVAIL ABLE

Calibration Service

Technical Support

Installation and Setup  

Support

Maintenance Support 

Application Support

Hardware Support

Guaranteed Warranty
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TECHNICAL  SUPPORT

Con tac t :  do ro thy@nyad . com

SALES

Con tac t :  sa l es@nyad . com

CUSTOMER SERVICE

Con tac t :  

cus tomerse r v i ce@nyad . com

WEBSITE :

www.nyad . com , Inc. will offer 

Technical Support via 

200 Mason Circle, Suite A, Concord, CA 94520
Phone: 925/270.3971 Fax: 925/270.3973 www.nyad.com
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� RANGE: 0 - 25% or 0 -100%  

� ACCURACY FULL SCALE: �� 1 
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� OPERATING TEMP: -4 to +113���
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� RANGE: 0-10,000 ppm

� ACCURACY: �.��++*������!3 �
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� OPERATING TEMP: 0 - 50 �#
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� RANGE:  Premium: ��89:�-! + 68:  

 ��������������-,"$,0$���8�:�-! + 68: �

� ACCURACY: � 2�#

� REPEATABILITY: � .5�#

� OPERATING TEMP:-202:�-!� +158:
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� RANGE: 0-2,000 ppmv 

 In air or inert gas

� ACCURACY: �  .5 ppm
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� OPERATING TEMP:+23� �  to +104��
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The Nyad Multi-Channel Gas Analyzers meets or exceeds the  

following:

� CGA, GRADE D, E 
� NFPA 1500, 1404
� OSHA, 1910.124, 1910.134,  1910.156, 1910.430
� ANDI

�� � � � � � � �
' ( � � � � � � � � � � � � � �

� � � �� � � � �
� � � � � � � � �� � ) ! � �


